Linedrny plastovy podlahovy Zlab s antikorovou mriezkou
Linear PP shower drain, stainless grid
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AUTTEEEE TR Odtokové teleso / Drain body: PP

| | Zapachova uzavierka / Odour trap: PP
' o - Minimélna hrabka podlahy / Minimum floor thickness (H1): 59 - 80 mm

|

leskla / matna nerez Celkova in3talacnd vygka / Total installation height (H2): 72 - 93 mm
Polished / Matt L, , vl . . .
600/700/800/900 mm Maximalna hribka dlazdice / Maximum tile thickness: 13 mm
Priemer odpadovej riry / Outlet pipe diameter: @50 mm
FD Povrch mriezky: nehrdzavejlca ocel / Surface of grid: Stainless Steel DIN 304
ALVAVAANAAAAAAAAAARRNRAAAAAAARAARRAAAAAAA Odtok / Flow rate: 60 |/min
| AW \| . .
leskld / matnd nerez II - = : I‘ ﬂl ROZWEI’Y ilabpv (mm)
Polished / Matt © % Drainer dimensions (mm)
600/700/800/500 mm L2 Mriezka / Grid: 1-600 mm
‘ L ‘ L1: 600 mm, L2: 633 mm, L3: 108 mm

' Mriezka / Grid: L-700 mm
L@ L1: 700 mm, L2: 733 mm, L3: 108 mm

!, i t Mriezka / Grid: L-800 mm
L1: 800 mm, L2: 833 mm, L3: 108 mm
leskl& / matn& nerez MIN: 59 mm, MAX: 80 mm
Polished / Matt Mriezka / Grid: L-900 mm
600/700/800/900 mm L1: 900 mm, L2: 933 mm, L3: 108 mm
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